
Tuna CNC 600

It has a diameter of 250 mm and a grinding capacity of up to 600 mm.

www.tunacnc.com.tr
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We Are Moving Forward with Confidence
High Performance, Affordable Solutions.

www.tunacnc.com.tr

This advanced technology product features a grinding 
capacity of up to 250 mm in diameter and 600 mm 
in length. It delivers long-lasting performance with its 
reversible slide and spindle lubrication system, while the 
fixed-coordinate grinding wheel slot ensures maximum 
precision during operation. The interchangeable spindle 
motor with variable speed and the “X” axis maximum 
slide approach feature extend the lifespan of the 
grinding wheel. The ball-bearing and centrally lubricated 
moving tailstock, combined with its specialized software 
interface, offers ease of use to the operator. Additionally, 
the Oil-Mist ventilated enclosure optimizes the device’s 

performance.

Transform Your Operations Today! Discover Tuna CNC 
Solutions.
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About Us
Tuna CNC offers solutions for all needs in the CNC machines and machine tools sector with 
its 50 years of experience. By continuously strengthening and expanding our position in the 
industry with our innovative and cutting-edge product range, we take pride in being a leader 
in the field.

Moving Forward with Confidence…

We take pride in being a pioneer in the industry by delivering the CNC systems needed 
for industrial production to a wide customer base in a short time. Tuna CNC continuously 
enhances its service capabilities through timely delivery, quality, and customer satisfaction, 
driven by R&D efforts, to provide the highest quality solutions.

With Quality and Variety at Tuna CNC…

Our goal is to serve our valued customers both domestically and internationally, continuously 
growing with CNC machines and machining centers that reflect quality, trust, and the best 
service. Tuna CNC takes great satisfaction in being one of the industry leaders in product 
quality and variety.
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Features
•	 Grinding capability of up to 250 mm in diameter and 600 mm in length
•	 Reversible slide and spindle lubrication system
•	 Fixed-coordinate grinding wheel slot
•	 Interchangeable spindle motor with variable speed
•	 Extended grinding wheel life with maximum slide approach on the “X” axis
•	 Ball-bearing and centrally lubricated moving tailstock
•	 Easy operation with a specialized software interface
•	 Oil-Mist ventilated enclosure
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Advantages
•	 Easy operation with a Turkish interface
•	 Compact design requiring less space compared to competitors
•	 Competitive and environmentally friendly production with low energy and consumable 

usage
•	 Cost-effective spare parts with a high ratio of domestic manufacturing
•	 Robust and heavy-duty construction
•	 Affordable price
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Technical Specifications

Max. Travel “X” 270 mm

Max. Travel Speed “X” 10.000 mm/minute

Max. Travel “Z” 860 mm

Max. Travel Speed “Z”  5.0000 mm/minute

Servo Axis Motor powers (X, Z and workpiece) 2 Kw

Min. Setting unit 0,001 mm

Control unıt Siemens 808d

Spindle Motor Power 4 Kw

Spindle Motor Driver 7,5 Kw

Max. Number Of Revolutions 1950 /Min.

Max. Grinding Wheel Diameter 400 mm

Max. Grinding Wheel Width 60 mm

Grinding Wheel hole Diameter 127 mm

Workpiece Length 610 mm

Workpiece Diameter 275 mm

Max. Workpiece Weight 65 kg

Distance Between Centers 620 mm

Center Height 152 mm

Guideway and Ball Screw Lubrication liquid grease

Lubrication type closed circuit

Center of workhead mt4

Swivel Angel  (+/-) 15 °

Center of tailstock mt4

Center Travel 35 mm

Grinding wheel dresser mk1 (fixed coordinate)

Coolant tank 100 L

Oil mist collector 180 m3/hr
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Tuna CNC 600

Processed Products
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